






































Inductive sensors / Extended sensing distance

20-250VAC/DC 2 Wires
S leax |

® Non-flush

22mm

Mounting

Sensing distance

DC/AC 2 Wires NO

Output DC/AC 2 Wires NC

® Quasi-flush

15mm

D Non-flush

22mm

LR30XCF15SBOY
LR30XCF15SBCY

LR30XCN22SBOY
LR30XCN22SBCY

@ Quasi-flush

15mm

” ,;p

LR30XCF15SBOY-E2
LR30XCF15SBCY-E2

LR30XCN22SBOY-E2
LR30XCN22SBCY-E2

Technical Parameter

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA
1---20%
<3%
AC: 20Hz, DC: 300Hz

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

Yellow LED

2000V/AC 50/60Hz 60s

-25...+70°C
35...95%

IP67
Nickel-copper alloy
2m PVC Cable
ce

Yellow LED

2000V/AC 50/60Hz 60s

-25..+70°C
35...95%

P67
Nickel-copper alloy
2m PVC Cable
ce

LED

AF36 5 thi

LED

M30x1.5 / \J

AF36 5 thick

20-250VAC/DC
<4+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA
1---20%
<3%
AC: 20Hz, DC: 300Hz

Yellow LED

2000V/AC 50/60Hz 60s

-25..+70°C
35...95%
P67
Nickel-copper alloy
M12 Connector

Yellow LED

2000V/AC 50/60Hz 60s

-25..+70°C
35...95%
P67
Nickel-copper alloy
M12 Connector

| 73
LED
AF36 5 thick M12x1
73 )
15 56
a LED
M30x1.5/ AF36 5 thick M12x1
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Inductive sensors / Extended sensing distance LE40SZ

10-30VDC 3/4 Wires

LEd052Z LEA052Z

Mounting ® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

Sensing distance 25mm 40mm 25mm 40mm

NPN NO LE40SZSF25DNOY-E2 LE40SZSN40DNOY-E2 LE40SZSF25ENQY-E2 LE40SZSN40ENOY-E2
Output NPN NC LE40SZSF25DNCY-E2 LE40SZSN40ODNCY-E2 LE40SZSF25ENCY-E2 LE40SZSN40ENCY-E2
NPN NO+NC LE40SZSF25DNRY-E2 LE40SZSN40DNRY-E2 LE40SZSF25ENRY-E2 LE40SZSN40ENRY-E2
PNP NO LE40SZSF25DPOY-E2 LE40SZSN40DPOY-E2 LE40SZSF25EPQY-E2 LE40SZSN40OEPOY-E2
Output PNP NC LE40SZSF25DPCY-E2 LE40SZSN40DPCY-E2 LE40SZSF25EPCY-E2 LE40SZSN4OEPCY-E2
PNP NO+NC LE40SZSF25DPRY-E2 LEA0SZSN40DPRY-E2 LE40SZSF25EPRY-E2 LE40SZSN40EPRY-E2
Technical Parameter
Supply voltage 10...30 VDC 10..30 VDC 10...60 VDC 10...60 VDC
Switch point drift <+£10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1--20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree P67 P67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification C€ CE€ C€ (|3

20
40

40

66

__ 6] N\ 2855

20

40

M12x1

20

20
40

40

66

18] N 2-g55

20

40

M12x1

20
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Inductive sensors / Extended sensing distance

LE40XZ

10-30VDC 3/4 Wires

LE40XZ LEA0XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

@ Quasi-flush

25mm

LE40XZSF25DNOY-D
LE40XZSF25DNCY-D
LE40XZSF25DNRY-D

LE40XZSF25DPOY-D
LE40XZSF25DPCY-D
LE40XZSF25DPRY-D

D Non-flush

40mm

LE40XZSN40DNOY-D
LE40XZSN40DNCY-D
LE40XZSN4ODNRY-D

LE40XZSN40DPOY-D
LE40XZSN40DPCY-D
LE40XZSN40DPRY-D

@ Quasi-flush

25mm

o

LE40XZSF25DNOY-E2
LE40XZSF25DNCY-E2
LE40XZSF25DNRY-E2

LE40XZSF25DPOY-E2
LE40XZSF25DPCY-E2
LE40XZSF25DPRY-E2

® Non-flush

40mm

LE40XZSN40DNOY-E2
LE40XZSN40DNCY-E2
LE40XZSN4ODNRY-E2

LE40XZSN40DPOY-E2
LE40XZSN40DPCY-E2
LE40XZSN40ODPRY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
yes yes
-25..+70°C -25...470°C
35..95% 35...95%
P67 IP67
PBT PBT
Terminal connect Terminal connect
ce ce
= T

\

B>

2-7.5x5.3

40
|

T en,

|
o= 1o

40

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
yes yes
-25...+70°C -25...+70°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce
L] m‘"ﬂ/ tEE’
M-Q‘_ 2-®5i /2 1M12><1
Sy — -8 j
7
40 60
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Inductive sensors / extended sensing distance

LE40XZ

10-60VDC 3/4 Wires

LE40XZ LEA0XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

@ Quasi-flush

25mm

LE40XZSF25ENOY-D
LE40XZSF25ENCY-D
LE40XZSF25ENRY-D

LE40XZSF25EPOY-D
LE40XZSF25EPCY-D
LE40XZSF25EPRY-D

D Non-flush

40mm

LE40XZSN40ENOY-D
LE40XZSN40ENCY-D
LE40XZSN40ENRY-D

LE40XZSN40EPOY-D
LE40XZSN40EPCY-D
LE40XZSN40EPRY-D

@ Quasi-flush

25mm

N

LE40XZSF25ENQOY-E2
LE40XZSF25ENCY-E2
LE40XZSF25ENRY-E2

LE40XZSF25EPOY-E2
LE40XZSF25EPCY-E2
LE40XZSF25EPRY-E2

® Non-flush

40mm

¢

LE40XZSN40ENOY-E2
LE40XZSN40OENCY-E2
LE40XZSN40ENRY-E2

LE40XZSN40EPOY-E2
LE40XZSN40OEPCY-E2
LE40XZSN4OEPRY-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+£10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..470°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification (|3 CE€ C€ (|3
= T = Hamsl
: =dl= : Ty
|
27.5x5.3 2-@51 - 2-7.5x5.3 = Mi /21M12x1
JI IR J1 i__o »
= LED, @ :J N LED, hd :
7 7
40 | 60 40 | 60
140 129
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Inductive sensors / Extended sensing distance

LESOXZ

10-30VDC 3/4 Wires

LEBOZ LESOXZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

@ Quasi-flush

50mm

D Non-flush

70mm

LE8OXZSF50DNOY-D
LE8OXZSF50DNCY-D
LES8OXZSF50DNRY-D

LES8OXZSF50DPOY-D
LE8OXZSF50DPCY-D
LE8OXZSF50DPRY-D

LESOXZSN70DNOY-D
LESOXZSN70DNCY-D
LES8OXZSN70DNRY-D

LESOXZSN70DPOY-D
LE8OXZSN70DPCY-D
LES8OXZSN70DPRY-D

@ Quasi-flush

50mm

g

LE8OXZSF50DNOY-E2
LE8OXZSF50DNCY-E2
LE8OXZSF50DNRY-E2

LE8OXZSF50DPOY-E2
LE8OXZSF50DPCY-E2
LE8OXZSF50DPRY-E2

® Non-flush

70mm

i

LESBOXZSN70DNOY-E2
LESOXZSN70DNCY-E2
LES8OXZSN70DNRY-E2

LE8OXZSN70DPOY-E2
LE8OXZSN70DPCY-E2
LE8OXZSN70DPRY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...+70°C
35..95%
P67
PBT

Terminal connect

43

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

ce

40

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

ce

104

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...4+70°C
35..95%
P67
PBT
M12 Connector

q3

80

65

M12x1 ; m

40
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Inductive sensors / Extended sensing distance

LESOXZ
10-60VDC 3/4 Wires

LEBOXz LESOZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

50mm 70mm 50mm 70mm

ol

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

LE8OXZSFS0ENOY-D
LESOXZSF50ENCY-D
LES8OXZSF50ENRY-D

LE8OXZSF50EPOY-D
LE8OXZSF50EPCY-D
LE8OXZSF50EPRY-D

LE8OXZSN70ENQY-D
LES8OXZSN70ENCY-D
LES8OXZSN70ENRY-D

LE8OXZSN70EPQOY-D
LE8OXZSN70EPCY-D
LE8OXZSN70EPRY-D

LE8OXZSFS0ENOY-E2
LESOXZSF50ENCY-E2
LE8OXZSF50ENRY-E2

LE8OXZSF50EPOY-E2
LE8OXZSF50EPCY-E2
LE8OXZSF50EPRY-E2

LESBOXZSN70ENOY-E2
LES8OXZSN70ENCY-E2
LESOXZSN70ENRY-E2

LE8OXZSN70EPOY-E2
LEBOXZSN70EPCY-E2
LE8OXZSN70EPRY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...+70°C
35...95%
P67
PBT

Terminal connect

43

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25..+70°C
35...95%
P67
PBT

Terminal connect

ce

-

80

B

40

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

ce

104

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

43

65

M12x1 ; m

A

40
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Inductive sensors / Extended sensing distance

LE40SZ

10-30VDC/10-60VDC 2 Wires

LE4052Z LEA05Z

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

25mm 40mm 25mm 40mm

LA A A

LE40SZSF25DLOY-E2
LE40SZSF25DLCY-E2

Mounting

Sensing distance

LE40SZSN40DLOY-E2
LE40SZSN40DLCY-E2

LE40SZSF25ELOY-E2
LE40SZSF25ELCY-E2

LE40SZSN40ELOY-E2
LE40SZSN40ELCY-E2

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1mA <1lmA <1lmA
Hysteresis 1---20% 1--20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35...95% 35..95%
Protection degree P67 IP67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification C€ CE€ CE€ ce
s, e e, e
D D
w0 _2312._ 2955 0 _ZBIQ__ 2955
66 66

40

40

M12x1

20
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Inductive sensors / Extended sensing distance

LE40XZ
10-30VDC 2 Wires

LE40XZ LEAOXZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

25mm 40mm 25mm 40mm

o

LE40XZSF25DLOY-E2
LE40XZSF25DLCY-E2

Mounting

Sensing distance

LE40XZSF25DLOY-D
LE40XZSF25DLCY-D

LE40XZSN40DLOY-D
LE40XZSN40DLCY-D

DC 2 Wires NO
DC 2 Wires NC

LE40XZSN40DLOY-E2

Output LE40XZSN40DLCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree P67 P67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ CE€ (|3
= T = Hamsl
: =dl= : Ty
|
2-7.5x5.3 2-95.3 . 2-7.5x5.3 " 2053 /21M12x1
JI = J1 i__o »
= LED, @ :J N LED, hd :
7 7
40 | 60 40 | 60
140 129

www.lanbaosensor.com m



Inductive sensors / Extended sensing distance

LE40XZ

10-60VDC 2 Wires

LE40XZ LEA0XZ

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

Output

@ Quasi-flush

25mm

LE40XZSF25ELOY-D
LE40XZSF25ELCY-D

D Non-flush

40mm

LE40XZSN40ELOY-D
LE40XZSN40ELCY-D

@ Quasi-flush

25mm

oF

LE40XZSF25ELOY-E2
LE40XZSF25ELCY-E2

® Non-flush

40mm

LE40XZSN40ELOY-E2
LE40XZSN40ELCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<100mA <100mA
<6V <6V
<1lmA <1lmA
1---20% 1---20%
<3% <3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
yes yes
-25..+70°C -25..+70°C
35...95% 35...95%
P67 IP67
PBT PBT
Terminal connect Terminal connect
ce ce
= T

\

B>

2-7.5x5.3

40
|

=D

|
o= 1o

40

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<100mA <100mA
<6V <6V
<1lmA <1lmA
1---20% 1--20%
<3% <3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
yes yes
-25...+70°C -25...+70°C
35..95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce
L] m‘"ﬂ/ tEE’
M—Q‘_ 2-®5i /2 1M12><1
Sy — -8 j
7
40 60
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Inductive sensors / Extended sensing distance

LESOXZ
10-30VDC 2 Wires

LEBOZ LESOZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

50mm 70mm 50mm 70mm

Mounting

Sensing distance

LE8OXZSN70DLOY-E2
LE8OXZSN70DLCY-E2

LES8OXZSN70DLOY-D
LE8OXZSN70DLCY-D

LE8OXZSF50DLOY-E2
LE8OXZSF50DLCY-E2

LE8OXZSF50DLOY-D
LE8OXZSF50DLCY-D

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+£10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 30Hz 50Hz 30Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35...95% 35..95%
Protection degree P67 P67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ C€ (|3
9880 K 104 -
: &5 65
—EﬂZ—N — 13 {— - —X 14

e M12x1
e

40
40

B
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Inductive sensors / Extended sensing distance

LESOXZ
10-60VDC 2 Wires

LEBOZ LESOXZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

50mm 70mm 50mm 70mm

Mounting

Sensing distance

LE8OXZSF50ELOY-D
LE8OXZSF50ELCY-D

LE8OXZSN70ELOY-D
LEBOXZSN70ELCY-D

LE8OXZSF50ELOY-E2
LE8OXZSF50ELCY-E2

LES8OXZSN70ELOY-E2
LEBOXZSN70ELCY-E2

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 30Hz 50Hz 30Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35...95% 35...95% 35..95%
Protection degree P67 P67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ CE€ ce

40

104

80

65

M12x1 ; m

40
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Inductive sensors / Extended sensing distance

LE40SZ
20-250VAC 2 Wires

LEd0sz [

® Quasi-flush @ Non-flush

25mm 40mm

LA

LE40SZSF25ATOY-E2
LE40SZSF25ATCY-E2

Mounting

Sensing distance

LE40SZSN40ATOY-E2
LE40SZSN40ATCY-E2

AC 2 Wires NO

Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr
Load current <300mA <300mA
Voltage drop <1ov <1ov
Leakage current <3mA <3mA
Hysteresis 1---20% 1--20%
Repeat accuracy <3% <3%
Frequency 20Hz 20Hz
Output indicator Yellow LED Yellow LED

Polarity protection
Dielectric strength

Short-circuit protection

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

Ambient temperature -25..+70°C -25...+70°C
Ambient moisture 35..95% 35...95%
Protection degree P67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification (|3 CE€
e bk
D
0 _231@__ 2955
66
I_ M12x1
<
&
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Inductive sensors / Extended sensing distance

LE40XZ
20-250VAC 2 Wires

LE40XZ LEA0XZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

25mm 40mm 25mm 40mm

of

LE40XZSF25ATOY-E2 LE40XZSN40ATOY-E2
LE40XZSF25ATCY-E2 LE40XZSN40ATCY-E2

Mounting

Sensing distance

LE40XZSF25ATOY-D
LE40XZSF25ATCY-D

LE40XZSN40ATOY-D
LE40XZSN40ATCY-D

AC 2 Wires NO

Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED

Polarity protection
Dielectric strength

Short-circuit protection

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree P67 IP67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ CE€ ce
[ L/IU n I “‘) n
2-7.5x5.3 m 2-05.3 2-7.5x5.3 EH- 2-05.3 /21M12X1
Q Q % ol H— — —_——_ &
| T LeEp, T F= =1 | e, i :
7 7
40 60 40 60
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Inductive sensors / Extended sensing distance

LESOXZ
20-250VAC 2 Wires

LEBOXZ LESOXZ

® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

50mm 70mm 50mm 70mm

Mounting

Sensing distance

LES8OXZSN70ATOY-E2
LES8OXZSN70ATCY-E2

LESOXZSF50ATOY-D
LES8OXZSF50ATCY-D

LES8OXZSN70ATOY-D
LES8OXZSN70ATCY-D

LE8OXZSF50ATOY-E2
LES8OXZSF50ATCY-E2

AC 2 Wires NO

Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+£10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1--20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED

Polarity protection
Dielectric strength

Short-circuit protection

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

2000V/AC 50/60Hz 60s

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 IP67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ C€ (|3
% A 104
: &5 65
—EﬂZ—N — 13 {— - —X 14

e M12x1
e

40
40

B
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Inductive sensors / Extended sensing distance LE40SZ

20-250VAC/DC 2 Wires

| ItemCode ____§  lEészZ _____§

Mounting ® Quasi-flush @ Non-flush

Sensing distance 25mm 40mm

DC/AC 2 Wires NO LE40SZSF25SBOY-E2 LE40SZSN40SBOY-E2
Output DC/AC 2 Wires NC LE40SZSF25SBCY-E2 LE40SZSN40SBCY-E2
DC/AC 2 Wires NO/NC LE40SZSF25SBBY-E2 LE40SZSN40SBBY-E2

Technical Parameter

Supply voltage 20-250VAC/DC
Switch point drift <+10% Sr
Load current AC: <300mA, DC: <100mA
Voltage drop AC:<10V, DC:<8V
Leakage current AC: <3mA, DC: <1lmA
Hysteresis 1---20%
Repeat accuracy <3%
Frequency AC: 20Hz, DC: 100Hz
Output indicator Yellow LED Yellow LED
Polarity protection
Dielectric strength 2000V/AC 50/60Hz 60s ~ 2000V/AC 50/60Hz 60s
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification (|3 CE€
T ep, e
e
w0 _2312._ 2955
66
I_ M12x1
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Inductive sensors / Extended sensing distance

LE40XZ

20-250VAC/DC 2 Wires

LE40XZ LE40XZ

Mounting

Sensing distance

Output

@ Quasi-flush

25mm

D Non-flush

40mm

@ Quasi-flush

25mm

® Non-flush

40mm

DC/AC 2 Wires NO
DC/AC 2 Wires NC
DC/AC 2 Wires NO/NC

LE40XZSF25SBOY-D
LE40XZSF25SBCY-D
LE40XZSF25SBBY-D

LE40XZSN40SBOY-D
LE40XZSN40SBCY-D
LE40XZSN40SBBY-D

LE40XZSF25SBOY-E2
LE40XZSF25SBCY-E2
LE40XZSF25SBBY-E2

LE40XZSN40SBOY-E2
LE40XZSN40SBCY-E2
LE40XZSN40SBBY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current
Voltage drop

Leakage current

Hysteresis

Repeat accuracy

Frequency

Output indicator

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%

<3%

AC: 20Hz, DC: 100Hz

Yellow LED

Polarity protection

Dielectric strength

2000V/AC 50/60Hz 60s

Short-circuit protection

Ambient temperature
Ambient moisture
Protection degree

Housing material

Connection

Certification

-25...+70°C
35..95%
IP67
PBT

Terminal connect

43

Yellow LED

2000V/AC 50/60Hz 60s

-25..+70°C
35..95%
IP67
PBT

Terminal connect

43

\

2-7.5x5.3

2768

40
!

= To

20-250VAC/DC
<£10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V

AC: <3mA,

1---20%
<3%
AC: 20Hz, DC: 100Hz

Yellow LED

2000V/AC 50/60Hz 60s

Yellow LED

2000V/AC 50/60Hz 60s

40

-25..+70°C -25..+70°C
35...95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce

[ WL)J n
2-7.5x5.3 2-05.3 21
& — / M12x1
o H— — - &
~ LED i 1Y
7
60
120
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Inductive sensors / Extended sensing distance

LESOXZ
20-250VAC/DC 2 Wires

T LESOXZ

Mounting ® Quasi-flush @ Non-flush @ Quasi-flush ® Non-flush

Sensing distance 50mm 70mm 50mm 70mm

LE8OXZSN70SBOY-E2
LE8OXZSN70SBCY-E2
LE8OXZSN70SBBY-E2

DC/AC 2 Wires NO LE8OXZSF50SBOY-D
Output DC/AC 2 Wires NC LE8OXZSF50SBCY-D
DC/AC 2 Wires NO/NC LE8OXZSF50SBBY-D

LE8OXZSN70SBOY-D
LE8OXZSN70SBCY-D
LES8OXZSN70SBBY-D

LE8OXZSF50SBOY-E2
LE8OXZSF50SBCY-E2
LE8OXZSF50SBBY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current
Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection

Dielectric strength

Short-circuit protection

Ambient temperature

Ambient moisture
Protection degree
Housing material
Connection

Certification

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC: <8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 30Hz
Yellow LED Yellow LED

2000V/AC 50/60Hz 60s  2000V/AC 50/60Hz 60s

-25..+70°C -25..+70°C
35..95% 35..95%
IP67 IP67
PBT PBT

Terminal connect Terminal connect

43 ce

Es

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 30Hz
Yellow LED Yellow LED

2000V/AC 50/60Hz 60s  2000V/AC 50/60Hz 60s

-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
(€3 ce

104
80
65
é 4-@5.3 g@
LED,
{— - —X13s

M12x1 ; m

40
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Inductive sensors / analog output

15-30VDC 3/4 Wires

S R LR12X

Mounting @® Flush @ Non-flush ® Flush @ Non-flush
Sensing distance 04..2 mm 0.8...4 mm 04..2 mm 0.8...4 mm
f

0-10V LR12XCFO2LUM LR12XCNO4LUM LR12XCFO2LUM-E2 LR1I2XCNO4LUM-E2
Output 0-20mA LR12XCFO2LIM LR12XCNO4LIM LR12XCFO2LIM-E2 LR12XCNO4LIM-E2

4-20mA LR12XCF02LI14M LR12XCNO4LI4M LR12XCFO2LI4M-E2 LR12XCNO4LI4M-E2

0-10V+0-20mA LR12XCF02LIUM LR12XCNO4LIUM LR12XCFO2LIUM-E2 LR12XCNOA4LIUM-E2
Technical Parameter
Supply voltage 15...30 VDC 15...30 VDC 15...30 VDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr

Load current Voltage output R 24.7KQ , Current output R <470Q2  Voltage output R 24.7KQ , Current output R <470Q

Voltage drop

Consumption current <20mA <20mA <20mA <20mA
Hysteresis <£5% <x5% <+5% <*5%
Repeat accuracy <£3% <£3% <+3% <+3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Dielectric strength

Short-circuit protection

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 1P67 P67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy

Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®
I 61 73
| 53 56 M12x1
[ LED ()
* Cable material and length ~H}— - — — - | - -
can be customized I =
M12x1/ AF17_4_thick M12x1/ - AF17 4 thick \LED
61 73
n 53 4| __56_ M12x1
Mi12x1/ AF17_4 thick M12x1 / = AF17 4 thick \ LED
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Inductive sensors / analog output

15-30VDC 3/4 Wires

| ItemCode ____§ Risx _____§ lR&x

D Non-flush
16..8 mm

Mounting

Sensing distance

® Flush

1..5mm

@® Flush

1..5mm

® Non-flush
1.6..8 mm

0-10V LR18XCFO5LUM LR18XCNOSLUM LR18XCFO5LUM-E2 LR18XCNO8LUM-E2
Output 0-20mA LR18XCFO5LIM LR18XCNOS8LIM LR18XCFO5LIM-E2 LR18XCNOSLIM-E2
4-20mA LR18XCFO5LI4M LR18XCNO8LI4M LR18XCFO5LI4M-E2 LR18XCNO8LI4M-E2
0-10V+0-20mA LR18XCFO5LIUM LR18XCNO8LIUM LR18XCFO5LIUM-E2 LR18XCNOSLIUM-E2
Technical Parameter
Supply voltage 15...30 VDC 15...30 VDC 15...30 vDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

Voltage output R 24.7KQ , Current output R <470Q

<20mA
<£5%
<+3%
200Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

<20mA
<+5%
<+3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

-25...+70°C -25..+70°C
35..95% 35...95%
P67 P67
Nickel-copper alloy Nickel-copper alloy
2m PVC Cable 2m PVC Cable
e ® € ®
M18x1) UNAF24 4 thick

61.5
8 53
A LED
M18x 1L AF24 4 thick

Voltage output R 24.7KQ ,

<20mA
<+5%
<+3%
200Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

-25..4+70°C
35...95%
P67
Nickel-copper alloy
M12 Connector

€ ®

Current output R <470Q

<20mA
<+5%
<£3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

-25..+70°C
35...95%
P67
Nickel-copper alloy

M12 Connector

€ ®

73 |

M12x1

‘ \_UNAF24 4 thick\ LED
73

M12x1

M18xY/ UNAF24 4thick\LED
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Inductive sensors / analog output

15-30VDC 3/4 Wires

LR30X LR30X

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 2..10 mm 3.. 15 mm 2..10 mm 3..15 mm

P P

0-10V LR30XCF10LUM LR30XCN15LUM LR30XCF10LUM-E2 LR30XCN15LUM-E2
Output 0-20mA LR30XCF10LIM LR30XCN15LIM LR30XCF10LIM-E2 LR30XCN15LIM-E2
4-20mA LR30XCF10LI4M LR30XCN15L14M LR30XCF10LI4M-E2 LR30XCN15LI4M-E2
0-10V+0-20mA LR30XCF10LIUM LR30XCN15LIUM LR30XCF10LIUM-E2 LR30XCN15LIUM-E2

Technical Parameter

Supply voltage 15...30 VDC 15...30 VDC 15...30 vDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current Voltage output R 24.7KQ , Current output R <470QQ  Voltage output R 24.7KQ , Current output R <470Q
Voltage drop

Consumption current <20mA <20mA <20mA <20mA
Hysteresis <£5% <+5% <+5% <*5%
Repeat accuracy <+3% <£3% <+3% <+3%
Frequency 200Hz 100Hz 200Hz 100Hz

Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67

Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE @™ ceE ® ceE ® CE ®

LED LED

* Cable material and length
can be customized

N AF36 5 thick \NAF36_5 thick M12x1
62 73 .
12 53 12 56
' LED n N LED
m30x1.5 / \J AE36 5 thick m3ox15/ L \NAF36 5 thick M12x1
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Inductive sensors / analog output

LE40SZ
15-30VDC 3/4 Wires

LE40SZ R

Mounting

Sensing distance

0-10V
0-20mA

Output
4-20mA

0-10V+0-20mA

® Flush
2..10 mm

D Non-flush
3..15 mm

LE40SZSF10LUM-E2
LE40SZSF10LIM-E2
LE40SZSF10LI4M-E2
LE40SZSF10LIUM-E2

LE40SZSN15LUM-E2
LE40SZSN15LIM-E2
LE40SZSN15LI4M-E2
LE40SZSN15LIUM-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ) ,

<20mA
<£5%
<+3%
100Hz
E LED
yes
1000V/AC 50/60Hz 60s

-25..+70°C
35..95%
IP67
PBT
M12 Connector

43

15...30 VDC
<+£10% Sr
Current output R <470Q

<20mA
<%x5%
<+3%
50Hz
@ LED
yes
1000V/AC 50/60Hz 60s

-25..+70°C
35..95%
P67
PBT
M12 Connector

ce

20
40

1)

40

66

|8 N\ 2-@55
20

L

40

M12x1
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Inductive sensors / analog output

LE40XZ

15-30VDC 3/4 Wires

Item Code LE40XZ LE40XZ

Mounting

Sensing distance

0-10V
0-20mA

Output
4-20mA

0-10V+0-20mA

Technical Parameter

® Flush
2..10 mm

LE40XZSF10LUM-D
LE40XZSF10LIM-D

LE40XZSF10LI4M-D

LE40XZSF10LIUM-D

D Non-flush
3..15 mm

LE40XZSN15LUM-D
LE40XZSN15LIM-D
LE40XZSN15LI4M-D
LE40XZSN15LIUM-D

@® Flush
2...10 mm

® Non-flush
3..15mm

LE40XZSF10LUM-E2
LE40XZSF10LIM-E2

LE40XZSF10LI4M-E2

LE40XZSF10LIUM-E2

LE40XZSN151LUM-E2
LE40XZSN15LIM-E2
LE40XZSN15LI14M-E2
LE40XZSN15LIUM-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

15...30 VDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA
<£5%
<+3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

<20mA
<%x5%
<+3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

-25..+70°C -25..+70°C
35...95% 35...95%
P67 P67
PBT PBT
Terminal connect Terminal connect
ce ce
o T

\

2-7.5x5.3

27563

40

]
Gl o)

15...30 VDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R >4.7KQ , Current output R <470Q

<20mA
<+5%
<+3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

<20mA
<£5%
<+3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s

-25..+70°C -25..+70°C
35...95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce

== [Hams}
2 L— @
2-7.5x5.3 2-05.3 21
5 — / M12x1
ol W —_—
~ LED
7
40 60
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Inductive sensors / analog output

LESOXZ
15-30VDC 3/4 Wires

LEsOZ T

Mounting ® Flush @ Non-flush ® Flush ® Non-flush
Sensing distance 8...40 mm 10... 50 mm 8...40 mm 10... 50 mm

0-10V LESOXZSF40LUM-D LES8OXZSN50LUM-D LE8OXZSF40LUM-E2 LES8OXZSN50LUM-E2
Output 0-20mA LE8OXZSF40LIM-D LESOXZSN50LIM-D LESOXZSF40LIM-E2 LES8OXZSN50LIM-E2
4-20mA LE8OXZSF40LI4M-D LESOXZSN50LI4M-D LE8OXZSF40LI4M-E2 LES8OXZSN50LI4M-E2

0-10V+0-20mA LE8OXZSF40LIUM-D LES8OXZSN50LIUM-D LE8OXZSF40LIUM-E2 LES8OXZSN50LIUM-E2

Technical Parameter

Supply voltage 15...30 vDC 15...30 VDC 15...30 vDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr

Load current Voltage output R 24.7KQ , Current output R <470QQ  Voltage output R 24.7KQ , Current output R <470Q
Voltage drop

Consumption current <20mA <20mA <20mA <20mA
Hysteresis <+5% <+5% <+5% <+5%

Repeat accuracy <+3% <+3% <+3% <+3%
Frequency 80Hz 40Hz 80Hz 40Hz

Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Dielectric strength

Short-circuit protection

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s

Ambient temperature -25...+70°C -25..4+70°C -25..470°C -25..470°C
Ambient moisture 35...95% 35...95% 35...95% 35...95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification Ce€ C€ ce
104 =
65
—= {— - —X 14

40

M12x1 E ﬂﬁ

40
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Inductive sensors / extended temperature

Mounting

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

® Flush

2mm

D Non-flush

4mm

@® Flush

2mm

D) o -40°C
LR12X LR12X

® Non-flush

4mm

LR12XBFO2DNOW1
LR12XBFO2DNCW1

LR12XBF0O2DPOW1
LR12XBFO2DPCW1

LR12XBNO4DNOW1
LR12XBNO4DNCW1

LR12XBN04DPOW1
LR12XBNO4DPCW1

LR12XBFO2DNOW1-E2
LR12XBFO2DNCW1-E2

LR12XBFO2DPOW1-E2
LR12XBFO2DPCW1-E2

LR12XBNO4DNOW1-E2
LR12XBNO4DNCW1-E2

LR12XBNO4DPOW1-E2
LR12XBNO4DPCW1-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
1500Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35..95%

P67
Nickel-copper alloy
2m PUR Cable

43

51

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
1000Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%

P67
Nickel-copper alloy
2m PUR Cable

Ce

43

LED

51

AF17 4 thick \M12x1

4 43

LED

AF17 4 thick \M12x1

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
1500Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%

P67
Nickel-copper alloy
M12 Connector

ce

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
1000Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35..95%

P67
Nickel-copper alloy
M12 Connector

g3

63

M12x1

M12x;]_/ N _AF17 4 thick \.LED

M12x1

M12x1/ — N_AF17 4 thick \ LED
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Inductive sensors / extended temperature

Down

0 -40°C

LR18X LR18X

Mounting

Sensing distance

® Flush

5mm

v

D Non-flush

8mm

@® Flush

5mm

® Non-flush

8mm

NPN NO LR18XBFOSDNOW1 LR18XBNOSDNOW1 LR18XBFOSDNOW1-E2  LR18XBNOS8DNOW1-E2
Output NPN NC LR18XBFO5DNCW1 LR18XBNOSDNCW1 LR18XBFO5DNCW1-E2 LR18XBNOS8DNCW1-E2
PNP NO LR18XBFO5DPOW1 LR18XBNO8DPOW1 LR18XBFO5DPOW1-E2 LR18XBNO8S8DPOW1-E2
Output PNP NC LR18XBFO5DPCW1 LR18XBNO8DPCW1 LR18XBFO5DPCW1-E2 LR18XBNOSDPCW1-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -40...+70°C -40...+70°C -40...+70°C -40...+70°C
Ambient moisture 35...95% 35...95% 35..95% 35..95%
Protection degree P67 IP67 1P67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PUR Cable 2m PUR Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ ce
51.5 )
M 45 LED M12x1
e B NAF24 4 thick Misx  \AF24 atnick =
2 e . 46 - Mi12x1 ‘
| - H—
i | S SENE =
Lnsa S DN ar2s 4 thick \Lfi; AF24 Athick L=
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Inductive sensors / extended temperature

Down to -40°C
LR30X LR30X

Mounting

Sensing distance

® Flush

10mm

D Non-flush

15mm

@® Flush

10mm

® Non-flush

15mm

NPN NO LR30XBFIODNOW1 LR30XBN15DNOW1 LR30XBFIODNOW1-E2  LR30XBN15DNOWI1-E2
Output NPN NC LR30XBF1ODNCW1 LR30XBN15DNCW1 LR30XBFIODNCW1-E2  LR30XBN15DNCW1-E2
PNP NO LR30XBF1ODPOW1 LR30XBN15DPOW1 LR30XBF1IODPOW1-E2  LR30XBN15DPOW1-E2
Output PNP NC LR30XBF10DPCW1 LR30XBN15DPCW1 LR30XBF10DPCW1-E2 LR30XBN15DPCW1-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -40...+70°C -40...+70°C -40...+70°C -40...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 P67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PUR Cable 2m PUR Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ ce
52 63
& LED
M30x1.5, ?ﬁﬁ 5 thick 5 thick M12x1
52 " _—
12 43 /@ — -
i
\ H
M30x1.5 AF36 5 thick m30x15” AF36 5 thick \ M12x1
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Inductive sensors / extended temperature

LE40SZ

Down to -40°C

LE40SZ R

Mounting

Sensing distance

NPN NO
Output NPN NC

NPN NO+NC

PNP NO
Output PNP NC

PNP NO+NC

Technical Parameter

® Flush

15mm

O

LE40SZSF15DNOW1-E2
LE40SZSF15DNCW1-E2
LE40SZSF15DNRW1-E2

LE40SZSF15DPOW1-E2
LE40SZSF15DPCW1-E2
LE40SZSF15DPRW1-E2

D Non-flush

20mm

O

LE40SZSN20DNOW1-E2
LE40SZSN20DNCW1-E2
LE40SZSN20DNRW1-E2

LE40SZSN20DPOW1-E2
LE40SZSN20DPCW1-E2
LE40SZSN20DPRW1-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
300Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

43

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
200Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35..95%
P67
PBT
M12 Connector

ce

20
40

)

40

66

_ 18]\ 2255

20

L

40

M12x1

20
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Inductive sensors / extended temperature

Down

LE40XZ
0 -40°C

LEAOXZ TR

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flush

15mm

LE40XZSF15DNOW1-D
LE40XZSF15DNCW1-D
LE40XZSF15DNRW1-D

LE40XZSF15DPOW1-D
LE40XZSF15DPCW1-D
LE40XZSF15DPRW1-D

D Non-flush

20mm

LE40XZSN20DNOW1-D
LE40XZSN20DNCW1-D
LE40XZSN20DNRW1-D

LE40XZSN20DPOW1-D
LE40XZSN20DPCW1-D
LE40XZSN20DPRW1-D

@® Flush

15mm

Y

LE40XZSF15DNOW1-E2
LE40XZSF15DNCW1-E2
LE40XZSF15DNRW1-E2

LE40XZSF15DPOW1-E2
LE40XZSF15DPCW1-E2
LE40XZSF15DPRW1-E2

® Non-flush

20mm

¢

LE40XZSN20DNOW1-E2
LE40XZSN20DNCW1-E2
LE40XZSN20DNRW1-E2

LE40XZSN20DPOW1-E2
LE40XZSN20DPCW1-E2
LE40XZSN20DPRW1-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
300Hz 200Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
yes yes
-40...+70°C -40...+70°C
35...95% 35..95%
P67 P67
PBT PBT
Terminal connect Terminal connect
ce ce
= T

\_D_/

2-7.5x5.3

27563

40

| LED,

]
Gl o)

40

10...30 VDC 10...30 VDC
<+£10% Sr <£10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
300Hz 200Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
yes yes
-40...+70°C -40...+70°C
35..95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce
= Hamsl

40

— e

2-7.5x5.3

2-95.3

40
l
I
|

21
/M12x1
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Inductive sensors / extended temperature

LESOXZ

Down to -40°C

S e LEs0XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flush

40mm

D Non-flush

50mm

LES8OXZSFA0DNOW1-D
LES8OXZSFA0DNCW1-D
LES8OXZSFA0DNRW1-D

LE8OXZSF40DPOW1-D
LE8OXZSF40DPCW1-D
LE8OXZSF40DPRW1-D

LES8OXZSN50DNOW1-D
LES8OXZSN50DNCW1-D
LES8OXZSN50DNRW1-D

LEBOXZSN50DPOW1-D
LE8OXZSN50DPCW1-D
LES8OXZSN50DPRW1-D

@® Flush

40mm

g

LESOXZSF40DNOW1-E2
LES8OXZSFAODNCW1-E2
LES8OXZSFA0DNRW1-E2

LE8OXZSF40DPOW1-E2
LES8OXZSF40DPCW1-E2
LES8OXZSF4A0DPRW1-E2

® Non-flush

50mm

g

LEBOXZSN50DNOW1-E2
LES8OXZSN50DNCW1-E2
LES8OXZSN50DNRW1-E2

LES8OXZSN50DPOW1-E2
LES8OXZSN50DPCW1-E2
LES8OXZSN50DPRW1-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%
P67
PBT
2m PUR Cable
ce

10...30 VDC
<410% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%
P67
PBT
2m PUR Cable
ce

40

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35..95%
P67
PBT
M12 Connector

ce

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

43
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Inductive sensors / extended temperature

Up to 120°C
T

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 2mm 4mm 2mm 4mm

NPN NO LR12XBFO2DNOW LR12XBNO4DNOW LR12XBFO2DNOW-E2 LR12XBNO4ADNOW-E2
Output NPN NC LR12XBFO2DNCW LR12XBNO4DNCW LR12XBFO2DNCW-E2 LR12XBNO4DNCW-E2

PNP NO LR12XBFO2DPOW LR12XBNO4DPOW LR12XBFO2DPOW-E2 LR12XBNO4DPOW-E2
Output PNP NC LR12XBF02DPCW LR12XBNO4DPCW LR12XBFO2DPCW-E2 LR12XBNO4DPCW-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 500Hz 500Hz 500Hz 500Hz
Output indicator
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection
Ambient temperature -25...+120°C -25..+120°C -25..+120°C -25...+120°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m Silica Gel 2m Silica Gel M12 Connector M12 Connector
Certification CE ® e ® e ® CE ®

51 46 - M12x1

43

AF17 4 thick \M‘|2x1 \M12x1 \AF17 4thick

51 63
4 43 4 46 M12x1

AF17 4 thick \M12x1
M12x1 \AF17 4thick
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Inductive sensors / extended temperature

U

LR18X
p to 120°C

S e LR18X

Mounting

Sensing distance

® Flush

5mm

D Non-flush

8mm

@® Flush

5mm

® Non-flush

8mm

NPN NO LR18XBFOSDNOW LR18XBNOSDNOW LR18XBFOSDNOW-E2 LR18XBNO8DNOW-E2
Output NPN NC LR18XBFOSDNCW LR18XBNOSDNCW LR18XBFOSDNCW-E2 LR18XBNO8DNCW-E2
PNP NO LR18XBFO5DPOW LR18XBNOSDPOW LR18XBFO5DPOW-E2 LR18XBNO8DPOW-E2
Output PNP NC LR18XBFOSDPCW LR18XBNO8DPCW LR18XBFO5DPCW-E2 LR18XBNO8DPCW-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1:--20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 400Hz 400Hz 400Hz 400Hz
Output indicator
Polarity protection yes yes yes yes

Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

-25..+120°C -25..+120°C
35...95% 35...95%
IP67 P67
Nickel-copper alloy Nickel-copper alloy
2m Silica Gel 2m Silica Gel
€ ® e ®
515

a3
M18x1/ AF24 4 thick
515
8 43
P _ =
J_D
Mi8x1/ AF24 4 thick

1000V/AC 50/60Hz 60s

-25..+120°C

35..95%
P67

Nickel-copper alloy

M12 Connector

€ ®

1000V/AC 50/60Hz 60s

-25...+120°C
35...95%
P67
Nickel-copper alloy
M12 Connector

€ ®

M12x1

i

63

M18x1  \AF24 4thick

/|§
N
a8

=

\M18x1 \AF24 4thick
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Inductive sensors / extended temperature

Up to 120°C
S Rx

Mounting

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

® Flush

10mm

D Non-flush

15mm

@® Flush

10mm

® Non-flush

15mm

LR30XBF1IODNOW
LR30XBFLODNCW

LR30XBF10DPOW
LR30XBF10DPCW

LR30XBN15DNOW
LR30XBN15DNCW

LR30XBN15DPOW
LR30XBN15DPCW

LR30XBF10DNOW-E2
LR30XBF1ODNCW-E2

LR30XBF10DPOW-E2
LR30XBF10DPCW-E2

LR30XBN15DNOW-E2
LR30XBN15DNCW-E2

LR30XBN15DPOW-E2
LR30XBN15DPCW-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<100mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes

1000V/AC 50/60Hz 60s

-25..+120°C
35...95%
P67
Nickel-copper alloy
2m Silica Gel

€ ®

10...30 VDC
<+10% Sr
<100mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes

1000V/AC 50/60Hz 60s

-25..+120°C
35...95%
P67
Nickel-copper alloy
2m Silica Gel

€ ®

AF36 5 thick

10...30 VDC
<+10% Sr
<100mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes

1000V/AC 50/60Hz 60s

-25..+120°C
35..95%
P67

Nickel-copper alloy

M12 Connector

€ ®

63

10...30 VDC
<4+10% Sr
<100mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes
1000V/AC 50/60Hz 60s

-25..+120°C
35...95%
IP67
Nickel-copper alloy
M12 Connector

€ ®

46

Eaiy
\w1211

6 5Sthick

M30x1.5

\M12x1

AF36 5thick
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Inductive sensors / extended temperature

LE40SZ

Up to 100°C

LE405Z R

Mounting

Sensing distance

Output

Output

NPN NO
NPN NC
NPN NO+NC

PNP NO
PNP NC
PNP NO+NC

® Flush

15mm

O

LE40SZSF15DNOW?2-E2
LE40SZSF15DNCW2-E2
LE40SZSF15DNRW2-E2

LE40SZSF15DPOW?2-E2
LE40SZSF15DPCW2-E2
LE40SZSF15DPRW2-E2

D Non-flush

20mm

O

LE40SZSN20DNOW?2-E2
LE40SZSN20DNCW?2-E2
LE40SZSN20DNRW2-E2

LE40SZSN20DPOW?2-E2
LE40SZSN20DPCW2-E2
LE40SZSN20DPRW2-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
300Hz

yes
1000V/AC 50/60Hz 60s

-25...+100°C
35..95%
IP67
PBT
M12 Connector

43

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes
1000V/AC 50/60Hz 60s

-25...+100°C
35..95%
IP67
PBT
M12 Connector

ce

20
40

40

66

6]\ 2255
20

40

M12x1
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Inductive sensors / extended temperature

LE40XZ
Up to 100°C

LE40XZ LEA0XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flush

15mm

LE40XZSF15DNOW2-D
LE40XZSF15DNCW2-D
LE40XZSF15DNRW2-D

LE40XZSF15DPOW2-D
LE40XZSF15DPCW2-D
LE40XZSF15DPRW2-D

D Non-flush

20mm

LE40XZSN20DNOW?2-D
LE40XZSN20DNCW2-D
LE40XZSN20DNRW2-D

LE40XZSN20DPOW2-D
LE40XZSN20DPCW2-D
LE40XZSN20DPRW2-D

@® Flush

15mm

N

LE40XZSF15DNOW2-E2
LE40XZSF15DNCW2-E2
LE40XZSF15DNW2R-E2

LE40XZSF15DPOW2-E2
LE40XZSF15DPCW2-E2
LE40XZSF15DPRW2-E2

® Non-flush

20mm

¢

LE40XZSN20DNOW?2-E2
LE40XZSN20DNCW2-E2
LE40XZSN20DNRW2-E2

LE40XZSN20DPOW?2-E2
LE40XZSN20DPCW2-E2
LE40XZSN20DPRW2-E2

Technical Parameter

Supply voltage
Switch point drift
Load current
Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength

Short-circuit protection

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
300Hz

yes
1000V/AC 50/60Hz 60s

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes
1000V/AC 50/60Hz 60s

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
300Hz

yes
1000V/AC 50/60Hz 60s

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes
1000V/AC 50/60Hz 60s

Ambient temperature -25...+100°C -25...+100°C -25..+100°C -25...+100°C
Ambient moisture 35...95% 35...95% 35...95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification C€ CE€ CE€ (|3
= Hamsl = Thmn
[N
< “,,s/u “ }3 g I,/U %
I
2-7.5x5.3 2-05.3 2-7.5x5.3 2-95.3 21
- %) - — / M12x1
Sl - — -8 ﬂ—— g —-—4|— -89
] D) - &5
40 [ 60 40 [ 60
140 129
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Inductive sensors / extended temperature

LESOXZ
Up to 100°C

LE0XZ LESOXZ

Mounting

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

® Flush

40mm

LE8OXZSF4A0DNOW2-D
LESOXZSF40DNCW?2-D
LESOXZSF40DNRW?2-D

LE8OXZSF40DPOW2-D
LE8OXZSF40DPCW2-D
LE8OXZSF40DPRW2-D

D Non-flush

50mm

LESOXZSN50DNOW?2-D
LES8OXZSN50DNCW2-D
LES8OXZSN50DNRW2-D

LES8OXZSN50DPOW2-D
LESOXZSN50DPCW2-D
LES8OXZSN50DPRW2-D

@® Flush

40mm

LES8OXZSFAODNOW2-E2
LES8OXZSFA0DNCW?2-E2
LES8OXZSF40DNRW?2-E2

LE8OXZSFA0DPOW2-E2
LE8OXZSF40DPCW2-E2
LESOXZSF40DPRW2-E2

® Non-flush

50mm

ol

LES8OXZSN50DNOW?2-E2
LESOXZSN50DNCW2-E2
LESBOXZSN50DNRW2-E2

LE8OXZSN50DPOW?2-E2
LESOXZSN50DPCW?2-E2
LESOXZSN50DPRW2-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes
1000V/AC 50/60Hz 60s

-25...+100°C
35..95%
P67
PBT

Terminal connect

43

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes
1000V/AC 50/60Hz 60s

-25...+100°C
35..95%
P67
PBT

Terminal connect

ce

—E% =

i

40

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes
1000V/AC 50/60Hz 60s

-25..+100°C
35..95%
IP67
PBT
M12 Connector

ce

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes
1000V/AC 50/60Hz 60s

-25...+100°C
35..95%
P67
PBT
M12 Connector

43
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Inductive sensors / High pressure resistant

LR12X

/LR18X

10-30VDC 3 Wires

Mounting

Sensing distance

® Flush

1. 5mm

@ Flush

1. 5mm

LR18X

@® Flush

2mm

@ Flush

2mm

<
'S

NPN NO LR12XBF15DNOB LR12XBF15DNOB-E2 LR18XBFO2DNOB LR18XBFO2DNOB-E2
Output NPN NC LR12XBF15DNCB LR12XBF15DNCB-E2 LR18XBFO2DNCB LR18XBFO2DNCB-E2

PNP NO LR12XBF15DPOB LR12XBF15DPOB-E2 LR18XBF02DPOB LR18XBF02DPOB-E2
Output PNP NC LR12XBF15DPCB LR12XBF15DPCB-E2 LR18XBFO2DPCB LR18XBFO2DPCB-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+15% Sr <+15% Sr <+15% Sr <+15% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 600Hz 600Hz 200Hz 200Hz
Output indicator
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Withstand 500bar 500bar 500bar 500bar
Ambient temperature -25..+80°C -25..4+80°C -25..+80°C -25..+80°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P68 P68 1P68 P68
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M12 Connector 2m PUR Cable M12 Connector
Certification CE€ @ C€ @ ce @ (|3 @

62 58
* Cabl terial and length N :O N =
able material and leng ~
can be customized %J_— - l— - @-3' g]:— 3

95.3x@2.4
210x@5.9x1

M12x1
AF 17 4 thick

77

17.9 40

-

SWi10

TR

U
25.3x22.4
210x@5.9x1

M12x1 ;M12x1

AF 17 4 thick

211x21.5

74

M18x1

P14x211.6x1.5 \_AF 24 4 thick

12 46

SW14
—

~
g]:_ MY
a A,
lo11x21.5 M18x1 ;M12x1
P14x211.6x1.5 \ AF 24 4 thick
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Inductive sensors / High pressure resistant

LR16X/LR14X
10-30VDC 3 Wires

S R LR14X

Mounting @ Flush ® Flush ® Flush @ Flush
Sensing distance 2mm 2mm 1. 5mm 1. 5mm
NPN NO LR16XBFO2DNOB LR16XBFO2DNOB-E2 LR14XBF15DNOB LR14XBF15DNOB-E2
Output NPN NC LR16XBFO2DNCB LR16XBFO2DNCB-E2 LR14XBF15DNCB LR14XBF15DNCB-E2
PNP NO LR16XBF02DPOB LR16XBF02DPOB-E2 LR14XBF15DPOB LR14XBF15DPOB-E2
Output PNP NC LR16XBF02DPCB LR16XBFO2DPCB-E2 LR14XBF15DPCB LR14XBF15DPCB-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+15% Sr <+15% Sr <+15% Sr <+15% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 600Hz 600Hz 600Hz 600Hz
Output indicator
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Withstand 500bar 500bar 500bar 500bar
Ambient temperature -25...+80°C -25...+80°C -25...+80°C -25...+80°C
Ambient moisture 35...95% 35...95% 35...95% 35...95%
Protection degree P68 P68 P68 P68
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M12 Connector 2m PUR Cable M12 Connector
Certification (€3 @ (|3 @ g3 43
2 y C———
sSwi4 10.2
* Cable material and length - ||
can be customized g[- - - =3 g1 - } i
Giidixt.s r; 2214 thick M14msvw9
12 413 S
SWi14 102 19
- N
BT =
A ADERRS 2;622141:::1:” M“mg M12X1
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Inductive sensors / Frequency enhanced

10-30VDC 3 Wires

LR12X LR12X

Mounting @ Flush @ Non-flush ® Flush ® Non-flush
Sensing distance 2mm 4mm 2mm Amm
if
NPN NO LR12XCFO2DNOG LR12XCNO4DNOG LR12XCFO2DNOG-E2 LR12XCNO4DNOG-E2
Output NPN NC LR12XCFO2DNCG LR12XCNO4DNCG LR12XCFO2DNCG-E2 LR12XCNO4DNCG-E2
PNP NO LR12XCF02DPOG LR12XCN04DPOG LR12XCF02DPOG-E2 LR12XCN04DPOG-E2
Output PNP NC LR12XCF02DPCG LR12XCNO4DPCG LR12XCFO2DPCG-E2 LR12XCNO4DPCG-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 vDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1--20% 1--20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 4000Hz 3000Hz 4000Hz 3000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35...95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® CceE ® e ® CE ®
61
53 73
56 M12x1
* Cable material and length ‘I___ T T - -
can be customized 1 L
wizst/ (atizanec o) wizer/ Y WaF17 4ok \LED
73
4 . =56 Mi12x1
wizet/ . 5 mizet/ Y W ap17 4 ok \LED
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Inductive sensors / Frequency enhanced

10-30VDC 3 Wires

S e LR18X

Mounting

Sensing distance

® Flush

5mm

D Non-flush

8mm

@® Flush

5mm

® Non-flush

8mm

NPN NO LR18XCFOSDNOG LR18XCNO8DNOG LR18XCFOSDNOG-E2 LR18XCNO8DNOG-E2
Output NPN NC LR18XCFO5DNCG LR18XCNOBDNCG LR18XCFO5DNCG-E2 LR18XCNOSDNCG-E2
PNP NO LR18XCFO5DPOG LR18XCNO8DPOG LR18XCFO5DPOG-E2 LR18XCNO8SDPOG-E2
Output PNP NC LR18XCFO5DPCG LR18XCNOSDPCG LR18XCFO5DPCG-E2 LR18XCNOBDPCG-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 vDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 1500Hz 2000Hz 1500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® CeE ® CeE ® CeE ®
— . .
| |¢ M12x1
* Cable material and length ‘mi I ~H]— - — — —
can be customized
M/ \\_AF24 4thick _ LED M18x “NAF24 4 thick\ LED
61.5 73
8 53 5 = M12x1
B % 1 S - — -

M18x1/ “NAF24 4thick \LED
“_AF24 4thick LED
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Inductive sensors / Gear speed monitoring

FY12/FY18
10-30VDC 3 Wires

P12 FYis

® Non-flush

Mounting

Sensing distance

® Flush

2mm

D Non-flush

2mm

@® Flush

2mm

2mm

NPN NO FY12DNO FY12DNO-E2 FY18DNO FY18DNO-E2
Output NPN NC FY12DNC FY12DNC-E2 FY18DNC FY18DNC-E2
PNP NO FY12DPO FY12DPO-E2 FY18DPO FY18DPO-E2

Output PNP NC FY12DPC FY12DPC-E2 FY18DPC FY18DPC-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---15% 1---15% 1---15% 1---15%
Repeat accuracy <3% <3% <3% <3%
Frequency 25000Hz 25000Hz 25000Hz 25000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35...95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable M12 Connector 2m PVC Cable M12 Connector
Certification CE€ C€ C€ (|3

’ 61 I 9.3

i 53 . LED

* Cable material and length ~HE|7 - — — | ~M— —| — -
can be customized _—
mize1/ ~AF17 4 thick Autgxt SNAF24. 4 thick
73
56 W2x] - ot |
I Nl
M1ﬁ/ = AF17 4 thick \@ " 1Jx_1/ Rarza amic\LeD
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Inductive sensors / rull metal housing

LR12X/LR18X

10-30VDC 3 Wires

LR18X

Mounting @ Flush @ Flush ® Flush @ Flush
Sensing distance 2mm 2mm 5mm 5mm
o » »

NPN NO LR12XCFO02DNOQ LR12XCFO2DNOQ-E2 LR18XCFO5DNOQ LR18XCFO5DNOQ-E2
Output NPN NC LR12XCFO2DNCQ LR12XCFO2DNCQ-E2 LR18XCFO5DNCQ LR18XCFO5DNCQ-E2

PNP NO LR12XCF02DPOQ LR12XCF02DPOQ-E2 LR18XCFO5DPOQ LR18XCFO5DPOQ-E2
Output PNP NC LR12XCF02DPCQ LR12XCF02DPCQ-E2 LR18XCFO5DPCQ LR18XCFO5DPCQ-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 vDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 300Hz 200Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature 80bar 80bar 60bar 60bar
Ambient moisture -25...+70°C -25...+70°C -25..+70°C -25...+70°C
Protection degree 35...95% 35...95% 35..95% 35..95%
Housing material IP67 1P67 P67 IP67
Connection Stainless steel Stainless steel Stainless steel Stainless steel
Certification 2m PVC Cable M12 Connector 2m PVC Cable M12 Connector

€ ® e ® € ®

€ ®

6

* Cable material and length
can be customized

===

M12x1/ _\AF17 4 _thick
73
56 M12x1 |
=
I _ _ I
I 1 I

M12x1 / =

AF17 4 thick  \LED

o 15
53
23 LED
LED e

w,_

@ﬂ

N

NAF24 4 thick
73 |

M12x1

NAF24 4 thick \LED
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Inductive sensors / rull metal housing

10-30VDC 3 Wires
]

Mounting

Sensing distance

@ Flush

10mm

@ Flush

10mm

NPN NO LR30XCF10DNOQ LR30XCF10DNOQ-E2
Output NPN NC LR30XCF10DNCQ LR30XCF10DNCQ-E2

PNP NO LR30XCF10DPOQ LR30XCF10DPOQ-E2
Output PNP NC LR30XCF10DPCQ LR30XCF10DPCQ-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <15mA <15mA
Hysteresis 1---20% 1--20%
Repeat accuracy <3% <3%
Frequency 100Hz 100Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes
Ambient temperature 40bar 40bar
Ambient moisture -25..+70°C -25..+70°C
Protection degree 35..95% 35..95%
Housing material IP67 IP67
Connection Stainless steel Stainless steel
Certification 2m PVC Cable M12 Connector
e ® € ®

* Cable material and length
can be customized

LED

\AF36 5 thick
73

56

LED

C. L L ]

 ———
I

\AF36_5 thick M12x1
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Inductive sensors / welding-immune

10-30VDC 3 Wires (>100mT)

T LR12X

Mounting

Sensing distance

® Flush

2mm

D Non-flush

4mm

@® Flush

2mm

' 4

® Non-flush

4mm

' 4

NPN NO LR12XBFO2DNOA LR12XBNO4DNOA LR12XBFO2DNOA-E2 LR12XBNO4DNOA-E2
Output NPN NC LR12XBFO2DNCA LR12XBNO4DNCA LR12XBFO2DNCA-E2 LR12XBNO4DNCA-E2
PNP NO LR12XBFO2DPOA LR12XBNO4DPOA LR12XBFO2DPOA-E2 LR12XBNO4DPOA-E2
Output PNP NC LR12XBFO2DPCA LR12XBNO4DPCA LR12XBF02DPCA-E2 LR12XBNO4DPCA-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 3000Hz 2000Hz 3000Hz 2000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25...+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Brass+PTFE Brass+PTFE Brass+PTFE Brass+PTFE
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ ce
51
63
42 LED 46 _ M12x]
* Cable material and length — - F— - -
can be customized 5 =
AF17_4 thick \M Mi2x1/ T “N_AE174 thick \LED
51 63
- = LED 4 =4 Mi2x]
P14 ik \1xt Mi2xt/ = X_AF17 4 thick \go
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Inductive sensors / welding-immune

10-30VDC 3 Wires (>100mT)

LR18X
Mounting @ Flush @ Non-flush ® Flush ® Non-flush
Sensing distance 5mm 8mm 5mm 3mm

NPN NO LR18XBFOSDNOA LR18XBNO8DNOA LR18XBFO5SDNOA-E2 LR18XBNO8DNOA-E2
Output NPN NC LR18XBFOSDNCA LR18XBNOSDNCA LR18XBFOSDNCA-E2 LR18XBNO8DNCA-E2
PNP NO LR18XBFOSDPOA LR18XBNOSDPOA LR18XBFO5DPOA-E2 LR18XBNO8DPOA-E2
Output PNP NC LR18XBFOSDPCA LR18XBNOBDPCA LR18XBFOSDPCA-E2 LR18XBNO8DPCA-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25...+70°C -25..+70°C -25..+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35...95%
Protection degree P67 P67 IP67 P67
Housing material Brass+PTFE Brass+PTFE Brass+PTFE Brass+PTFE
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ C€
e
N LED M12x1
* Cable material and length - - B
can be customized
Sarsxt U DN ar2a 4 thick Mgkl \AF24 dihick L
8 o . 16 - M12
N LED p—— x1
= LHH
j_H LED
Mﬂ U UNAF24 4 thick \m -\AF24 4thick
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Inductive sensors / welding-immune

10-30VDC 3 Wires (>100mT)

T LR30X

Mounting

Sensing distance

® Flush

10mm

D Non-flush

15mm

@® Flush

10mm

K 4

® Non-flush

15mm

NPN NO LR30XBFLODNOA LR30XBN15DNOA LR30XBF10DNOA-E2 LR30XBN15DNOA-E2
Output NPN NC LR30XBF10DNCA LR30XBN15DNCA LR30XBF10DNCA-E2 LR30XBN15DNCA-E2
PNP NO LR30XBF10DPOA LR30XBN15DPOA LR30XBF10DPOA-E2 LR30XBN15DPOA-E2
Output PNP NC LR30XBF10DPCA LR30XBN15DPCA LR30XBF10DPCA-E2 LR30XBN15DPCA-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1--20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25...+70°C -25...+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Brass+PTFE Brass+PTFE Brass+PTFE Brass+PTFE
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ ce
52 63
43 LED
* Cable material and length I~
can be customized
M30x1.5 N_AF36 5 thick 5thick \ M12x1
2 12 pra—
12 43 /@ — -
i i
Hs Hi
M30x1.5 AF36 5 thick m30x15” AF36 5 thick \ M12x1
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Inductive sensors / welding-immune

LE40SZ/LE4A0XZ
10-30VDC 3 Wires (>100mT)

LE40SZ LEA0XZ

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 15mm 20mm 15mm 20mm

NPN NO LE40SZSF15DNOA-E2 LE40SZSN20DNOA-E2 LE40XZSF15DNOA-D LE40XZSN20DNOA-D
Output NPN NC LE40SZSF15DNCA-E2 LE40SZSN20DNCA-E2 LE40XZSF15DNCA-D LE40XZSN20DNCA-D
PNP NO LE40SZSF15DPOA-E2 LE40SZSN20DPOA-E2 LE40XZSF15DPOA-D LE40XZSN20DPOA-D
Output PNP NC LE40SZSF15DPCA-E2 LE40SZSN20DPCA-E2 LE40XZSF15DPCA-D LE40XZSN20DPCA-D

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---15% 1---15% 1---15% 1---15%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25...+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material PBT+PTFE PBT+PTFE PBT+PTFE PBT+PTFE
Connection M12 Connector M12 Connector Terminal connect Terminal connect
Certification C€ C€ C€ CE€
7 0 T =T
LED, S !! }3
40 20|s 2088 2.7.6x6.3 2053
E—

66

40

40

]
Gl o)
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Inductive sensors / Rotation speed monitor

LR18X/LR30X
10-30VDC 3 Wires

LR18X LR30X

Mounting

Sensing distance

® Flush

5mm

D Non-flush

8mm

@® Flush

10mm

® Non-flush

15mm

NPN NC LR18XCFO5DNCJ LR18XCNOSDNCJ LR30XCF10DNCJ LR30XCN15DNCJ
Output
PNP NC LR18XCFO5DPCJ LR18XCNO8DPCJ LR30XCF10DPCJ LR30XCN15DPCJ
Output
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1--20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection 3...3000 /mins 3...3000 /mins 3...3000 /mins 3...3000 /mins
Ambient temperature -25...+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE€ CE€ CE€ (|3
213'5 5 LED
|:/@
* Cable material.and length ~m7 - — —
can be customized
AAJ.&“ INAF24 4 thick NAF36_5 thick VR
61.5 62
8 53 12 53
LED /@
@“ TNAE24 4 tick = M30x15 / N_AF36 5 thick VR
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Inductive sensors / Rotation speed monitor LR18X/LR3 0)¢

20-250VAC 2 Wires

LR18X LR30X

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 5mm 8mm 10mm 15mm

AC 2 Wires NC LR18XCFO5ATC) LR18XCNO8ATC) LR30XCF10ATC) LR30XCN15ATC)
Output

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <£10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
Short-circuit protection 3...1200 /mins 3...1200 /mins 3...1200 /mins 3...1200 /mins
Ambient temperature -25...+70°C -25...+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35..95% 35..95%
Protection degree P67 P67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ C€ CE€ (|3
62
61.5
25 LED
LED
Va
* Cable material and length - ——
can be customized
Lﬁu&ﬂ INAF24 4 thick . AF36 5 thick VR
61.5 62
8 53 LD 12 — LED
{ il
L J - VR | | H
M18x1 NAF24 4 thick M30x1.5 / S \UN_AF36 5 thick R
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Inductive sensors / self-diagnosed

10-30VDC 3 Wires

S R LR12X

Mounting ® Non-flush @ Non-flush ® Non-flush
Sensing distance 3. 7mm 3. 7mm 3. 7mm
f
PNP NO LR12XCN37HPOZ LR12XBN37HPOZ-E2 LR12XDN37HPOZ-E2
Output PNP NC LR12XCN37HPCZ LR12XBN37HPCZ-E2 LR12XDN37HPCZ-E2
Output
Technical Parameter
Supply voltage 20...30 VDC 20...30 VDC 20...30 VDC
Switch point drift <+10% Sr <+£10% Sr <+10% Sr
Load current <130mA <130mA <130mA
Voltage drop <5V <5V <5V
Consumption current <25mA <25mA <25mA
Hysteresis 1---20% 1---20% 1--20%
Repeat accuracy <5% <5% <5%
Frequency 300Hz 300Hz 300Hz
Output indicator
Polarity protection yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes
Ambient temperature -25...+70°C -25...+70°C -25...470°C
Ambient moisture 35...95% 35...95% 35..95%
Protection degree IP67 P67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CE ® CeE ®
70
4 57
* Cable material and length — — — - — 89
can be customized 4 60

69

AF17 4 thick  \ M12x1

/AF17 4 thick M12x1 M12x1

AF17 4 thick \M12x1 M12x1
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Inductive sensors / wide voltage

10-60VDC 3 Wires

LR12X LR12X

Mounting @ Flush @ Non-flush ® Flush ® Non-flush
Sensing distance 2mm 4Amm 2mm 4mm
u f

NPN NO LR12XBFO2ENO LR12XBNO4ENO LR12XBFO2ENO-E2 LR12XBNO4ENO-E2
Output NPN NC LR12XBFO2ENC LR12XBNO4ENC LR12XBFO2ENC-E2 LR12XBNO4ENC-E2

PNP NO LR12XBF02EPO LR12XBNO4EPO LR12XBFO2EPO-E2 LR12XBNO4EPO-E2
Output PNP NC LR12XBFO2EPC LR12XBNO4EPC LR12XBFO2EPC-E2 LR12XBNO4EPC-E2
Technical Parameter
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1--20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25...+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification C€ C€ CE€ (|3

5143 46 - M12x1

* Cable material and length
can be customized

LED

51

AF17 4 thick \M12x1

4 43

LED

AF17 4 thick \M12x1

M12x;]_/ X _AF17 4 thick \.LED

M12x1

S
]
]

M12x1/ — X_AF17 4 thick \ LED
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Inductive sensors / wide voltage

10-60VDC 3 Wires

LR18X S e

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance S5mm 8mm 5mm 8mm

NPN NO LR18XBFOS5ENO LR18XBNOSENO LR18XBFOS5ENO-E2 LR18XBNOSENO-E2
Output NPN NC LR18XBFO5ENC LR18XBNOSENC LR18XBFO5ENC-E2 LR18XBNOSENC-E2

PNP NO LR18XBFO5EPO LR18XBNOSEPO LR18XBFO5EPO-E2 LR18XBNOSEPO-E2
Output PNP NC LR18XBFO5EPC LR18XBNOSEPC LR18XBFO5EPC-E2 LR18XBNOSEPC-E2
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1--20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35...95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ (|3

515 )
M 43 LED M12x1
* Cable material and length | -
can be customized
s ' \ONar24 4 ik MiBd  \AF24 dinick =
. 515 . = 63 )
N LED p— M12x1
e (H D
Mﬂ U \ONaF24 4 thick \m AF24 4thick
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Inductive sensors / wide voltage

10-60VDC 3 Wires

LR30X LR30X

Mounting

Sensing distance

® Flush

10 mm

D Non-flush

15mm

@® Flush

10 mm

D

® Non-flush

15mm

NPN NO LR30XBF10ENO LR30XBN15ENO LR30XBF10ENO-E2 LR30XBN15ENO-E2
Output NPN NC LR30XBF10ENC LR30XBN15ENC LR30XBFL0ENC-E2 LR30XBN15ENC-E2
PNP NO LR30XBF10EPO LR30XBN15EPO LR30XBF10EPO-E2 LR30XBN15EPO-E2
Output PNP NC LR30XBF10EPC LR30XBN15EPC LR30XBF10EPC-E2 LR30XBN15EPC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 P67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification C€ CE€ CE€ (|3
52 63
& LED
* Cable material and length
can be customized
M30x1.5, _AF36 5 thick 5 thick M12x1
> 12 pr—
12 43 /@ — -
i
\ Hi
M30x1.5 AF36 5 thick m30x15” AF36 5 thick \ M12x1
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Inductive sensors / wide voltage

10-60VDC 2 Wires

LR12X S e

Mounting @ Flush @ Non-flush ® Flush ® Non-flush
Sensing distance 2mm Amm 2mm 4Amm
£f f
DC 2 Wires NO LR12XBFO2ELO LR12XBNO4ELO LR12XBFO2ELO-E2 LR12XBNO4ELO-E2
Output DC 2 Wires NC LR12XBFO2ELC LR12XBNO4ELC LR12XBFO2ELC-E2 LR12XBNO4ELC-E2
Technical Parameter
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ (|3
51
63
42 LED 46 _ M12x]
* Cable material and length — - F— - -
can be customized 5 =
AF17_4 thick \M Mi2x1/ T “N_AE174 thick \LED
&l 63
- = . 4 a6 M12x]
P14 ik \1xt Mi2xt/ = X_AF17 4 thick \gn
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Inductive sensors / wide voltage

10-60VDC 2 Wires

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 5 mm 8mm 5 mm 8mm

DC 2 Wires NO LR18XBFOSELO LR18XBNOSELO LR18XBFOSELO-E2 LR18XBNOSELO-E2
Output DC 2 Wires NC LR18XBFO5ELC LR1I8XBNOSELC LR18XBFOSELC-E2 LR18XBNOSELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+£10% Sr <+£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1mA <1lmA <1lmA <1lmA
Hysteresis 1--20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification C€ CE€ CE€ (|3
igs i 46 -
B LED PR M12x1
* Cable material and length | - - _: -H_ - B
can be customized =
Anisa ' ONar2s 4 ik Misxi \AF24 dihick =
5 e g Fr—
M LED — - Mi12xt
a HH
j_ LED
g ' DNar24 4 thick \m -\AF24 4thick
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Inductive sensors / wide voltage

10-60VDC 2 Wires
R

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 10mm 15mm 10mm 15mm

DC 2 Wires NO LR30XBF10ELO LR30XBN15ELO LR30XBF10ELO-E2 LR30XBN15ELO-E2
Output DC 2 Wires NC LR30XBF10ELC LR30XBN15ELC LR30XBF10ELC-E2 LR30XBN15ELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s 1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35...95% 35...95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy Nickel-copper alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE€ CE€ CE€ (|3

52 63

43 LED

* Cable material and length I~
can be customized

M30x1.5, AF36 5 thick 5 thick \ M12x1

12 43 12 46

LED ;:; LED

\AF36 5 thick \ M12x1

M30x1.5,

e

\_AF36 5 thick M30x1.5;
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Inductive sensors / wide voltage

LE40SZ

10-60VDC 3/4 Wires

LEd0szZ R

Mounting

Sensing distance

NPN NO
Output NPN NC

NPN NO+NC

PNP NO
Output PNP NC

PNP NO+NC

Technical Parameter

@ Flush

15mm

O

LE40SZSF15ENO-E2
LE40SZSF15ENC-E2
LE40SZSF15ENR-E2

LE40SZSF15EPO-E2
LE40SZSF15EPC-E2
LE40SZSF15EPR-E2

D Non-flush

20mm

O

LE40SZSN20ENO-E2
LE40SZSN20ENC-E2
LE40SZSN20ENR-E2

LE40SZSN20EPO-E2
LE40SZSN20EPC-E2
LE40SZSN20EPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
500Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35..95%
P67
PBT
M12 Connector

43

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
300Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
IP67
PBT
M12 Connector

ce

20
40

)

40

66

|8l N\ 2255
20

L

40

M12x1

20
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Inductive sensors / wide voltage

LE40XZ

10-60VDC 3/4 Wires

LEA0XZ IR

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flush

15mm

LE40XZSF15ENO-D
LE40XZSF15ENC-D
LE40XZSF15ENR-D

LE40XZSF15EPO-D
LE40XZSF15EPC-D
LE40XZSF15EPR-D

D Non-flush

20mm

LE40XZSN20ENO-D
LE40XZSN20ENC-D
LE40XZSN20ENR-D

LE40XZSN20EPO-D
LE40XZSN20EPC-D
LE40XZSN20EPR-D

@® Flush

15mm

N 4

LE40XZSF15ENO-E2
LE40XZSF15ENC-E2
LE40XZSF15ENR-E2

LE40XZSF15EPO-E2
LE40XZSF15EPC-E2
LE40XZSF15EPR-E2

® Non-flush

20mm

@

LE40XZSN20ENO-E2
LE40XZSN20ENC-E2
LE40XZSN20ENR-E2

LE40XZSN20EPO-E2
LE40XZSN20EPC-E2
LE40XZSN20EPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
yes yes
-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
PBT PBT
Terminal connect Terminal connect
ce ce
= T

\

2-7.5x5.3

27563

40

]
Gl o)

10...60 VDC 10...60 VDC
<+£10% Sr <+£10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
yes yes
-25...+70°C -25..470°C
35...95% 35..95%
IP67 IP67
PBT PBT
M12 Connector M12 Connector
ce ce
] ﬂ"l'”L/Iu tﬁEi
2-7.5x5.3 2953 21
5 — / M12x1
| e, e
2
40 60
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Inductive sensors / wide voltage

LESOXZ

10-60VDC 3/4 Wires

LES0XZ LES0XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flush

40mm

g

D Non-flush

50mm

LE8OXZSF40ENO-D
LES8OXZSF40ENC-D
LES8OXZSF40ENR-D

LE8OXZSF40EPO-D
LE8OXZSF40EPC-D
LES8OXZSF40EPR-D

LESOXZSN50ENO-D
LES8OXZSN50ENC-D
LES8OXZSNS50ENR-D

LESOXZSN50EPO-D
LES8OXZSN50EPC-D
LES8OXZSN50EPR-D

@® Flush

40mm

i

LE8OXZSF40ENO-E2
LESOXZSF40ENC-E2
LESOXZSF40ENR-E2

LES8OXZSF40EPO-E2
LE8OXZSF40EPC-E2
LE8OXZSF40EPR-E2

® Non-flush

50mm

i

LES8OXZSN50ENO-E2
LESOXZSNS50ENC-E2
LESBOXZSN50ENR-E2

LES8OXZSN50EPO-E2
LESOXZSNS50EPC-E2
LESOXZSN50EPR-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

43

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25..+70°C
35...95%
P67
PBT

Terminal connect

<

B

40

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35...95%
IP67
PBT
M12 Connector

ce

104

10...60 VDC
<£10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...+70°C
35..95%
IP67
PBT
M12 Connector

43

65

M12x1 ; m

40
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Inductive sensors / wide voltage

LE40SZ

10-60VDC 2 Wires

LEd0sz R

Mounting

Sensing distance

DC 2 Wires NO
Output DC 2 Wires NC

@ Flush

15mm

O

LE40SZSF15ELO-E2
LE40SZSF15ELC-E2

D Non-flush

20mm

O

LE40SZSN20ELO-E2
LE40SZSN20ELC-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
500Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

43

10...60 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
300Hz
Yellow LED
yes
1000V/AC 50/60Hz 60s
yes
-25...470°C
35..95%
IP67
PBT
M12 Connector

ce

20

40

66

40
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Inductive sensors / wide voltage

LE40XZ

10-60VDC 2 Wires

LEA0XZ LEd0XZ

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

Output

Technical Parameter

® Flush

15mm

LE40XZSF15ELO-D
LE40XZSF15ELC-D

D Non-flush

20mm

LE40XZSN20ELO-D
LE40XZSN20ELC-D

@® Flush

15mm

&

LE40XZSF15ELO-E2
LE40XZSF15ELC-E2

® Non-flush

20mm

¢

LE40XZSN20ELO-E2
LE40XZSN20ELC-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Dielectric strength
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<100mA <100mA
<6V <6V
<1lmA <1lmA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s ~ 1000V/AC 50/60Hz 60s
yes yes
-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
PBT PBT
Terminal connect Terminal connect
ce ce
= T

\

2-7.5x5.3

40

T LED,

1

40

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<100mA <100mA
<6V <6V
<1lmA <1lmA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s
yes yes
-25..+70°C -25...+70°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
ce ce
o= T

40

e

2-7.5x5.3

2-95.3

40
.
I
|

/21
-—-‘Q% M12x1
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Inductive sensors / wide voltage

LESOXZ
10-60VDC 2 Wires

LE0XZ S o

Mounting ® Flush @ Non-flush ® Flush ® Non-flush

Sensing distance 40mm 50mm 40mm 50mm

DC 2 Wires NO
Output DC 2 Wires NC

LE8OXZSF40ELO-D
LE8OXZSF40ELC-D

LESOXZSN50ELO-D
LES8OXZSN50ELC-D

LE8OXZSF40ELO-E2
LESOXZSF40ELC-E2

LES8OXZSN50ELO-E2
LESOXZSNS50ELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <£10% Sr <+£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 80Hz 40Hz 80Hz 40Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Dielectric strength

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s

1000V/AC 50/60Hz 60s  1000V/AC 50/60Hz 60s

Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25...+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35...95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE€ CE€ CE€ (|3
9880 \ 104 =
55 65
—Eﬂi—: ERC {— —= 14

e M12x1
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40
40
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Focus on global market, high-tech products

Try to build Lanbao to be a leading sensor and industrial automation group.

Lanbao seeks survival with quality,
development with technology and deems its duty to create value for customers.




www.lanbaosensor.com

Shanghai Lanbao Sensing Technology Co., Ltd.
ADD : No.228 Jinbi Road, Jinhui Industrial Park,
Fengxian Area, Shanghai, China 201404
TEL : 86-21-57486188
FAX : 86-21-57486199
E-MAIL: market@shlanbao.cn
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